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Sensing Quality, Gauging Success!

Product Data Sheet

Description: The Tachometer is integral in monitoring the engine performance. The integrated
Hourmeter keeps an accurate count of the engine hour, allowing the user to maintain a
proper maintenance schedule.

Product Type: Tachometer

Product Name: CMHB

Bezel: SS 316 Stainless Steel Black or White Plastic

Face Plate: Black White

Mounting Dimension: 85mm, 2"

Protection Rating: IP67 for front, IP5 for back

Signal: 1.0-10.0, or 0.5-250.0

Indicating Range: 0-3000 RPM  0-4000 RPM  0-6000 RPM  0-8000 RPM

Operating Voltage:

12/24v

Background light

Red or Yellow

Connector:

Multi-plug socket connection

Movement:

Stepper Motor
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Installation Instructions

| Il  0.5~20mm|1/32~3/4"

5 Yallow Yallow Light

4 Orange Red Light Dﬂm';:w_am

3 Black To RPM Signal >

2 Red To Positive Pola J +12/24¥

1 Biue To Cathode

INSTALLATION STEPS

1. Cut a 85 mmi(3 3/8") diameter panel hole(ll).You will nead a minimum clearance of 55mm{2 3/16") bahind the paneal Lo fil the gauge.
2. Take off the fastening ring(l ),place the gauge into the panel hole, adjust its position and then fasten the rear cover.

3. According o wiring instruction 1o do wire connection. Gauge can be connacted ta 12VDC and 24V DC power directly.

4. Salacteither rad or yellow backlight by your fondness.

5. Insert the wire connactor into the gauge (1V), adjust its speed ratio to get a suitable value after powaren, accarding to the rolate spaed of
YoOur equipment.
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Instruction for spaad ratio adjustment:
a. Keep on prassing tha rubber button of the backside for 3 seconds, and then enter into setting mede. if leave bullon more than 3
saconds, It will be out of setting mode.
k. The value will increass when you press the button; Whan you leave the button and then press it again, the value will dacreasa,. The
lenger you prass the bulton, the quicker the value will count up. The minimum step value is 0.5 and the adjustable range is 0.5-250.

. When you gel the raguired speed ratio value aftar adjustment, please laave the button . The tachameters will autoclave your setup after
3 seconds._ Il the setup doesn't meat your demand, plaase re-setup.

d. Tha speed ratic means the number of output pulse of angine per rotation, for example: |fyour engine output 25 pulges parratation  then
please adjust tha value 1o 25.0 und er setup moda, which is as the diagram balow:
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The common setup on boatangine:

If your engine doasn't meset the rules on the table, pleasa sel up the speed ratio based on the the number of output pulse of engine par
rolation.

Maolice:
1. The gauge should ba charged with power source befora selting speed ratio
2. In some place whara there is heavy tacho signal disturbance, the pointer of the tachomatar may not mova along with the changing of

tha rotale spead. Pleasa add a resistor betwean 1/4-1W, 1-20K in series connection o strenglthen tha signal procassing capability.
We suggesl adding a 20K potentiometer in serias connaction to lest.
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